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HMEX Frame

Standard HMX frame extended using a 10mm thick welded
collar. For use in corrugated bulkhead or to fit the frame above
deck level.

CHARACTERISTICS

¢ Available in four standard sizes with 120mm width (internal),
2,4,6,8. Multiple frames are available as combination of two
or more apertures arranged horizontally, vertically or both
combined.

¢ Designed to be welded onto a bulkhead or deck.

¢ Materials: Mild Steel, Stainless Steel.
Other materials under request.

¢ 7o be sealed with standard or EMC HF blocks,
compression systems and accessories.
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HMEX MxN HMEX M+P HMEX M+PxN
HMEX 6x2 HMEX 6+6 HMEX 6+6x2

*Frame designation: M = size row 1; P = size row 2; N = number of columns.

EXTERNAL DIMENSIONS (mm) WEIGHT (Kg)
DESCRIPTION ‘ , , ; .
: w H Wi Hi g Mild Steel | Stainless Steel
HMEX 2 —®0 | w1 w0 @& 55 57
HMEX2x2 291 w1l 2 a2 89 9]
HMEX 2x3 w2 W s 122 125
HMEX2x4 551 4l 312 155 159
HMEX 2x5 e oW e 12 188 193
HMEX 2x6 - w192 2 222 227
HMEX 4 w0 1 1995 W0 i 195 6.8 7.0
HMEX4x2 291 . 195 i 195 | 104 107
HMEX43 420 1995 . 401 1795 | 1,0 144
HMEX4x4 551 . 1995 . 31 1795 | 176 180
HMEX4x5 682 1995 = 662 . 1795 | 212 217
HMEX 4x6 82 | 1995 792 1 195 24,8 25,4
*All dimensions are nominal values
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4 HAWKE
HMEXFrame

EXTERNAL DIMENSIONS (mm) | WEIGHT (Kg)
DESCRIPTION : ‘ ‘ ; ,
| w H Wi Hi Mild Steel :  Stainless Steel
HMEX 4+4 80 | 39 | w0 | 39 13 16
HMEX4+x2 291 39 2 39 76 181
HVMEX4+4x3 | 421 . 39 401 39 232 238 wh
HMEX 4+4x4 | 55 . 39 51 39 288 29,5 >
HMEX4+4x5 | 682 379 | 662 | 39 W4 352 =
HMEX4+4x6 = 812 |+ 39 92 359 399 409 L
HMEX 6 . W0 . 28 . 40 . 238 | 8/ 83 L
HMEX6x2 | 291 258 2l 238 12,0 123 4
HMEX6x3 @ 41 1 258 1 401 i 238 158 16,2 ]
HMEX 6x4 - - - I R - 197 202 o
HMEX 6x5 682 i 28 1 e 238 | 236 24,2 <
HMEX 6x6 82 28 792 i 28 | 215 282 E
HMEX 6+6 W0 . 486 . W0 466 | 138 § 14,2
HVMEX6+6x2 | 291 | 4% . 271 46 208 213
HMEX6+6x3 | 421 4% 401 4l 26,9 275
HVMEX6+6x4 551 . 4% 531 46 330 38
HVEX6+6x5 | 682 . 4% 662 46 | 39 40,1
HVEX6+6x6 812 . 4% 7% . 46 452 464
HMEX 8 0 . 365 40 . 2965 | 94 96
HMEX 8x2 291 i 35 i on i 2965 | 135 139
HMEX 8x3 4 0 35 i 401 2965 | 17,7 181
HMEX 8x4 5 L 35 531 | 2965 218 224
HMEX 8x5 e 365 | e i 2965 | 26,0 26,6
HMEX 8x6 8l | 365 | 792 | 2965 | 30/ 309
HMEX 8+8 . 0 | 603 40 i 583 164 | 16,8
HMEX8+8x2 | 291 . 6B | 27 593 239 24,5
HMEX8+8x3 = 421 | 63 . 401 | 593 305 313
HMEX8+8x4 551 | 63 . s 593 372 38,1
HMEX8+8xs | 682 | 63 e | 593 439 450
HMEX8+8x6 | 82 . 63 792 i 53 | 50,6 i 518
*For other sizes or frame combinations not presented here, contact sales department *All dimensions are nominal values
€ Sealing Area €—— Installation references
: page
SIZE SEA%JVNX%REA See assembly parts 66
_ , ‘ — See accessories 76
4 1205120 See installation guide 16
— 6 120x180 See welding instructions 150
w 8 120x240 See inspection check 158
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